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S U M M A R Y
We estimate the influence of the geomagnetically induced currents (GIC) on the Uruguayan
electrical distribution grid. The GIC are related to time variations in the geomagnetic field
caused by the interaction of the solar wind with the Earth’s magnetosphere. These currents may
cause several problems in power grids, pipelines, among others. South America is close to the
South Atlantic Magnetic Anomaly (SAA). Particle precipitation in the anomaly region could
lead to pulsations in the horizontal component of the geomagnetic field, that may contribute
to the GIC production. Scarce research has been done to assess the space weather impact on
this area.

Due to the lack of magnetic field data at the Uruguayan territory, spherical elementary
currents system (SECS) was used to interpolate field values with data available from three
magnetic observatories located at Vassouras, Trelew and São Martinho da Serra. The simple
topology of the Uruguayan power grid provides some advantages in the calculation of GIC. To
calculate these currents, a plane wave method combined with a ground conductivity model was
used. Estimated GIC suggest peak currents ca. 15 A, at the earthing points of some substations
in a 770 km power line during the Halloween Magnetic Storm on 2003 October 29.

Key words: Electromagnetic theory; Geomagnetic induction; Rapid time variations.

1 I N T RO D U C T I O N

Currently we are experiencing solar cycle 24 which thus far, seems
to be quieter than the previous solar cycle 23. Despite this, the
severe solar activity perturbs the Earth’s magnetosphere driving
huge amounts of charged particles into the radiation belts. These
trapped particles, principally protons and electrons, impinge on the
upper atmosphere creating auroras and ionospheric electrojets.

The geoelectric field induced by geomagnetic disturbances at the
Earth’s surface produces geomagnetically induced currents (GIC)
in transmission lines and pipelines.

Space weather constitutes a major concern in scientific com-
munity due to their effects on technological infrastructure. As the
extent of power networks grows up to reach continental scale, the
electronic hardware attached becomes more sensitive to the effects
of GIC.

There is a considerable amount of documentation related to the
impact of geomagnetic activity on the Northern Hemisphere infras-
tructures (e.g. Kappenman 2007; Pirjola 2007). At mid-latitudes, the
damages suffered in transformers at the South African power grid
during the Halloween storm in 2003 October have been attributed
to GIC effects (Bernhardi et al. 2008). However, in the area of the

South Atlantic Anomaly (SAA), scarce research has been done to
assess the space weather impact (Jayanthi et al. 1997; Trivedi et al.
2005).

Since 2011, a group of researchers concerned with this phe-
nomenon have been mounting a geomagnetic station in the south
east side of the Uruguayan territory. One of its aims is to study space
weather and its effects on the Rio de la Plata area. The new mag-
netic observatory (Observatorio Geofı́sico de Aiguá, OGA) (Fig. 1)
is located at (34.33◦S, 54.71◦W).

1.1 The SAA

Far from the Earth, the magnetic field behaves mainly as dipolar
but, close to the surface, higher order field components and its ec-
centricity with respect to the Earth’s centre become relevant. This is
accepted to be the origin of the anomaly (Kivelson & Russell 1995).
The SAA is a zone of weakened magnetic field intensity on the Earth
with a total intensity ca. 23.000 nT (WMM 2010; Fig. 1), almost
one third than the maximum magnetic field value. According to
Trivedi et al. (2005) the centre of the anomaly lies near 26◦S, 54◦W,
in southern Brazil. Geomagnetic field values registered in Uruguay
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Figure 1. Intensity map depicting the contour line in 25 000 nT of the
South Atlantic Anomaly (SAA) and the locations of the working magnetic
observatories in the area. Vassouras (VSS), São Martinho da Serra (SMS),
Aigua (OGA), Trelew (TRW), Pilar (PIL) and Huancayo (HUA). Source:
http://ngdc.noaa.gov/geomag/WMM.

are close to 22.850 nT at OGA and decreases slightly towards the
northern side of the country to values ca. 22 650 nT, suggesting a
south western gradient. The SAA has been expanding and drifting
westwards at a rate of 0.3◦ yr−1 (Kivelson & Russell 1995), close to
the estimation for the differential rotation of the Earth’s core and its
surface. The weak magnetic field in the anomaly leads to a deeper
penetration of energetic particles into the ionosphere.

Enhanced electron flux cause dielectric charge accumulation,
memory upsets and failures in spacecrafts travelling into low orbits.

The electron precipitation occurring into the D and E layers of the
ionosphere over the SAA has been correlated with Pc3-4 pulsations
in the X-ray flux and the horizontal component of the geomagnetic
field (H) (Jayanthi et al. 1997; Trivedi et al. 2005). Trivedi et al.
(2005) found an enhancement of H impulsive amplitudes at a lo-
cation close to the centre of the SAA, compared to another station
further away, during a sudden storm commencement (SSC). They
ascribe the enhancement due to electron precipitation in the SAA
region.

1.2 Geomagnetically induced currents

The GIC are quasi-dc-like currents (1–0.001 Hz). Depending on
their intensity, they can cause from small troubles to severe dam-
ages in HV transformers. GIC influence leads to half cycle saturation
in the transformer’s core, driving it into non-linear operation with
the increase of the exciting current (Kappenman 2007). This im-
plies harmonics generation, heavy reactive power demands, voltage
drops and even blackouts. Although, power networks are designed
to overcome weather effects, these effects are geographically lo-
calized. On the contrary, the GIC affects extensive areas in a large
network quite simultaneously. This could yield to a massive failure
in terms of minutes (Kappenman 2007). Other effects include per-
turbation on corrosion control in buried pipelines, among others.
The intensity of GIC depends on the time variation of the geomag-
netic field, the grid’s topology and resistances.

In a similar way, the accuracy of the geoelectric field assessment
is strongly dependent on the knowledge of the ground conductivity

Figure 2. Uruguayan 500 kV power grid. The thick lines indicate the sec-
tions considered. (A) Salto Grande Dam, (B) San Javier, (C ) Palmar Dam,
(D) Montevideo (four substations), (E) Brazilian frequency converter sub-
station. Circles denote HV substations, the dots show the interpolation points
Source: Unidad Reguladora de Servicios de Energia y Agua URSEA. 2010.

structure (Pirjola 1982; Kappenman 2007), that is, less conductive
soils are more prone to generate intense GIC.

1.3 Characteristics of the Uruguayan power grid

According to the Uruguayan office for water and energy manage-
ment (URSEA), the present HV power grid in Uruguay is composed
essentially by two main branches partially interconnected: a prin-
cipal branch of ∼770 km aerial AC lines at 500 kV; the other one
is composed by several sections of 350 km length at 150 kV. These
branches were developed in a sort of parallel configuration.

The power grid is mainly north–south oriented, with some sec-
ondary branches in the East–West direction. The whole of the HV
network carries three phase AC current. Nowadays, the Uruguayan
grid is interconnected with the Argentinian network by the Salto
Grande power station and San Javier substation. In the north, a fre-
quency converting station connects the 150 kV network with the
Brazilian network. Fig. 2 depicts the 500 kV power grid with the
sections considered. This branch interconnects three power stations
that supply ca. 70 per cent of the total generation. Failures in these
power lines lead to blackouts over the most populated areas in the
south of the country.

2 C A L C U L AT I O N O F
G E O M A G N E T I C A L LY I N D U C E D
C U R R E N T S

To calculate the GIC over a network, we can assume a plane elec-
tromagnetic wave penetrating into the ground. This is a two-step
process (Pirjola 1982; Boteler & Pirjola 1998).

(i) Determination of the geoelectric field E, induced at the Earth’s
surface.

(ii) Calculation of the GIC produced by the E-field over the con-
ducting network.
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Induction in HV power grids 3

Figure 3. Modelling GIC as sources over the branches of a power network
section. The resistances Rij between i and j nodes represent the conduc-
tor’s resistances. The (i, j, k, . . . ) nodes are earthed through (ri, rj, rk, . . . )
resistances, respectively.

Two main issues involve the first step: the evaluation of the geo-
magnetic disturbances at each point of interest and the knowledge
of ground conductivity structure.

Regarding to the second step, we cannot select an arbitrary zero
point of the potential along the network. Then it is necessary to
include voltage sources along some trajectories to represent the
GIC influence as it is shown in Fig. 3 (Boteler & Pirjola 1998).

2.1 Geomagnetic field interpolation

Since the power grid considered is far away from the nearest mag-
netic observatory, it is necessary to interpolate the geomagnetic
field variations at each node (Bernhardi et al. 2008). To overcome
the lack of geomagnetic data for the event considered, spherical ele-
mentary current system (SECS) technique (Amm & Viljanen 1999)
was used to interpolate field values along the Uruguayan territory.

SECS is an inversion method that uses observed geomagnetic
data to infer equivalent ionospheric currents. These currents are not
real, but mathematically reproduce the geomagnetic field observed
at the Earth’s surface. SECS has been used widely to calculate
geomagnetic field components when the ionospheric contribution
to the geomagnetic disturbance is important.

As GICs are a regional phenomenon, we can neglect the Earth’s
curvature and planar geometry can be used instead of the spherical
one. In such a scheme, the horizontal magnetic field due to an
elementary ionospheric current at height h, with amplitude I, in a
cylindrical reference frame with axis at the pole of such current is
given by:

�B = μ0 I

2πr

(
1 − h√

r 2 + h2

)
�er , (1)

where r =
√

x2 + y2 is the radial distance from the current element
to the field point over the x,y-plane (i.e. the Earth’s surface), �er is
the radial unit vector and μ0 the vacuum permeability. Usually in
geoelectromagnetics, Y denotes the B component to the eastward
direction and X refers to the northward component. In practice, these
horizontal components are sufficient to perform the calculation.

Let M elementary currents I, be placed freely over the interest
area to improve the accuracy. Such currents are calculated by fitting
the modelled geomagnetic disturbance to the observed one at N par-
ticular locations. Usually this system is underdetermined (N < M),
giving a set of equations as:

B = TI, (2)

where the elements of the N × 1 matrix B, B(xj, yj) (j = 1, . . . , N),
represent the components observed at N points on the surface. T is
an N × M matrix whose elements are defined by:

Ti j = μ0

2πr

(
1 − h√

r 2 + h2

)
, i = 1, . . . , N ; j = 1, . . . , M, (3)

represent geometrical factors calculated at the points (xi, yi) on
the Earth’s surface due to an elementary unit amplitude current
element located at (xj, yj), and height h = 100 km in the ionosphere
(Bernhardi et al. 2008).

The last term on the right-hand side of eq. (2) represents the
current elements I at the grid of points. Singular value decomposi-
tion technique is used to resolve the system to get the best solution
for I in the least-squares sense (Amm & Viljanen 1999; McLay
& Beggan 2010). Once these currents are obtained, magnetic field
variations can be calculated at each point within the grid.

The accuracy of the interpolation can be estimated by the rms
between observed and calculated data at a location not used in the
inversion:

rms =
√√√√ 1

n

n∑
t=1

(
Bt

obs − Bt
SECS

)2
, (4)

where is n the number of samples.
In our model, ionospheric current elements are placed forming

two overlapping grids (i.e. 6 × 6 grid centred at OGA plus a refine-
ment 10 × 10 grid covering the Uruguayan territory). The mean
grid spacing is ca. 350 km in the main grid and ∼60 km in the re-
finement (Fig. 4). Data from three magnetic observatories into the
area were used in the interpolation process.

2.2 The ground conductivity model and the
geoelectric field

The ground is assumed to be composed of n horizontal layers
(Fig. 5), hi and σ i being the thickness and conductivity of the

Figure 4. The SECS system used to perform the interpolation showing the
refinement grid.
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Figure 5. Earth layered model (modified from Zou & Liu 2010).

i-th layer, respectively. Uniform properties are assumed for all layers
and the last one is modelled as a semi-infinite half-space downward.
The ionospheric current is located at height h above the surface that
is considered as the xy-plane of a Cartesian system. The x- and
y-axis point northwards and eastwards, respectively, and the z-axis
points downwards.

According to the Maxwell equations and the boundary conditions
the E and B fields must satisfy (Pirjola 1982; Zou & Liu 2010), we
are led to:⎧⎨
⎩

Em,x = Cme−km z + Dmekm z

Bm,y = km
jω

(
Cme−km z + Dmekm z

)
,

(5)

where ω is the frequency and km is the wavenumber in the m layer
defined as:

k2
m = jωμ0σm, (6)

with σ m representing the m-layer conductivity. Analogous equa-
tion system holds for Em, y and Bm, x components. Then the wave
impedance Zm in such layer is given by:

Zm = μ0
Em,x

Bm,y
. (7)

The Cm and Dm coefficients are defined in such way:

rm+1 = Dm

Cm
= Zm+1 − Z0m

Zm+1 + Z0m
e−2km zm+1 (8)

represent the reflection coefficient at the top of the (m + 1) layer,
while Z0m is seen as the wave impedance at the top of an infinitely
thick m-layer.

Z0m = jμ0ω

km
. (9)

Thus, the wave impedance at the top of the m-layer can be ex-
pressed by combining eqs (7)–(9) into a recursive formula:

Zm = Z0m
1 + rm+1e−2km hm

1 − rm+1e−2km hm
, (10)

where hm is the thickness of the m-layer. Starting from the last layer,
eq. (10) gives the surface impedance Z(ω) (Zou & Liu 2010). The
horizontal electric field at the surface is obtained from the horizontal
components of the magnetic disturbance as follows:

Ex,y = ± Z (ω)

μ0
By,x . (11)

2.3 GIC calculation in the power grid

For the second step, the 500 kV grid is modelled as an array of
earthed substations from Salto Grande Dam in the North, to San
Carlos in the southeast side (Fig. 2). The network has eight points
(i.e. substations) and it is mainly north–south oriented. Using Kirch-
hoff’s theorem, we can solve the currents Iij for a network of conduc-
tors on the Earth’s surface with n earthed nodes linked by resistances
Rij (i, j = 1 . . . n). If there is no connection between the nodes, then
Rij is taken as infinite. Let us denote each earthing resistance as rj,
then the current flowing through rj is Ij. The geovoltage between i
and j nodes is given by:

Vi j =
∫

Li j

�E .d�l. (12)

This integral must be performed over the entire path Lij from i to j
nodes. The earthing impedance matrix Z can be defined as follows:
The product of Z and a column matrix I whose elements are the
earthing currents Ij, gives a column matrix where each component is
the voltage between the earthing point, and a remote earth associated
with the flow of the earthing currents (Pirjola 2007). If the nodes
are very far apart, Z can be considered as a diagonal matrix where
its elements are the earthing resistances.

According to Ohm’s law and Kirchhoff’s law (Lehtinen & Pirjola
1985) we have:

I = (Id + �Z)−1J, (13)

where I is a N × 1 matrix whose elements are the earthing currents
at the nodes. Id is the unitary identity matrix and � is the admittance
matrix whose elements are defined by:

�i j =

⎧⎪⎪⎪⎪⎪⎪⎨
⎪⎪⎪⎪⎪⎪⎩

− 1

Ri j
i �= j

n∑
k=1
i �=k

1

Rik
i = j.

(14)

J is a column matrix whose elements are defined as:

Ji =
n∑

j=1
j �=i

J ji (i = 1 . . . n) , (15)

whose elements represent ‘perfect-earthing’ (i.e. Z = 0), earthing
currents defined as:

Jji = Vji

Ri j
. (16)

3 R E S U LT S A N D D I S C U S S I O N

For the interpolation, we start from the minute mean variations of
the magnetic field components from Trelew (43.26◦S, 65.39◦W),
Vassouras (22.4◦S, 43.6◦W) and São Martinho da Serra (29.43◦S,

 by guest on A
ugust 17, 2013

http://gji.oxfordjournals.org/
D

ow
nloaded from

 

http://gji.oxfordjournals.org/


Induction in HV power grids 5

53.8◦W) magnetic observatories, registered on 2003 October 29.
Baseline values were removed from all data sets to get the X, Y
variations and then used as input for the SECS algorithm.

Horizontal magnetic field components are converted from time
domain to frequency domain, the surface impedance Z is derived
according eq. (10). Then, the results are transformed back to the
time domain to give the E components.

Regarding the ground conductivity, it is necessary to know the
geology of the Uruguayan region. According to Sánchez Bettucci
et al. (2010), the units that constitute the country are a Precam-
brian basement, to the west, composed by Piedra Alta and Nico
Pérez tectonostratigraphic terranes, separated by the Sarandı́ del Yı́
Shear Zone. The Piedra Alta tectonostratigraphic terrane includes
low to medium metamorphic orogenic belts (ca. 2.1 Ga), layered
mafic complex, late- to post-orogenic magmatism(1.9–2.3 Ga), ra-
pakivi granites (2.078 Ga) and mafic dyke swarm (1.7 Ga). The Nico
Pérez terrane is constituted fundamentally by granitoids and par-
tially affected by the Brasiliano–Pan African orogenic cycle (Neo-
proterozoic). This last orogenic cycle is represented in Uruguay and
southern Brazil by the Dom Feliciano Belt that developed between
ca. 750 and 550 Ma and comprise metavolcanosedimentary rocks
and some gabbros intrusions. The metasedimentary sequence con-
tains metapelites, metapsamites and marbles. The Phanerozoic units
are mainly located at the north and west of Uruguay. The units are
Paraná foreland basin developed through the Palaeozoic to Ceno-
zoic, Mesozoic bimodal volcanism and large igneous provinces,
rift deposits and intracratonic basin (Rapalini & Sánchez Bettucci
2008; Sánchez Bettucci et al. 2010, see Fig. 6).

Figure 6. Geological sketch of the Uruguayan territory (modified from
Rapalini & Sánchez Bettucci 2008).

Table 1. Layered earth profile parameters.

Profile 1 Profile 2
Thickness (km) Conductivity (Sm−1) Thickness (km) Conductivity (Sm−1)

0–1.5 0.003 0–0.5 0.0067
1.5–3 0.05 0.5–100 0.001
3–100 0.001 >100 0.1
>100 0.1

Ground conductivity available studies cover a small area in the
north of the Uruguayan territory. Gravimetric surveys suggest a lito-
spheric crust thickness ca. 116 km deep (Introcaso & Huerta 1982)
Two unidimensional ground conductivity profiles were inferred on
the basis of magnetotelluric transects performed along the NW bor-
der. A four horizontal layer model was used covering the Phanero-
zoic units at the NW of the country and a three horizontal layer
model for the Precambrian units at the SE of the country (Introcaso
& Huerta 1982; Sánchez Bettucci et al. 2010). The thicknesses and
conductivities in each layer are showed in Table 1.

Regarding the network parameters, a common value of 0.7 � was
chosen for all earthing impedances. These earthing impedances
are the sum of the transformer resistances and the actual earth-
ing resistances. It was difficult to obtain detailed network parame-
ters from the electricity company. A mean conductor resistivity of
0.035 � km−1 was used, reducing all the three phases to a single line.
Network parameters were suggested considering the official docu-
mentation available or by direct inspection. GIC calculation was
focused between Salto Grande–San Javier (140 km) and Palmar–
Montevideo (220 km) sections (Fig. 2), which are mainly N–S and
NW–SE oriented, respectively. The Salto Grande–San Javier sec-
tion is localized over the Chaco–Parana basin (Corbo et al. 2012),
while the Palmar–Montevideo section is situated over the Piedra
Alta outcrop (Fig. 5). If the E field is quite uniform between two
close points, the eq. (12) for the geovoltage can be approximated
by:

Vi j = Li j (Ex sin θ + Ey cos θ ), (17)

where Lij and θ are the linear distance between points i and j and
the angle between the Lij linear path and the y-axis (i.e. eastward
direction), respectively.

Due to its dc-like nature, GIC over the secondary branches was
neglected. These branches usually connect through the secondary
windings at the HV transformers, and not all secondary branches
are interconnected to the considered network.

The graph of the variations of the X, Y components at OGA
(Fig. 7b) suggest rates of change up to ±90 nT min−1 particularly
in the X component for the event considered. The two last plots in the
same figure show the electric field components (Ex, Ey), calculated
by eq. (11) from the geomagnetic data. Notable differences are seen
between the two graphs, particularly Ey variations results to be more
prominent than Ex ones. However, there are considerable variations
in Ey component around 6:00 and 14:00 hr UTC showing several
peak values ca. 1 V km−1. The first of these, near 6:00 hr can be
related to the storm commencement.

Further calculation along the 10 × 10 grid revealed a quasi-
uniform spatial distribution for the geoelectric field over the main
geological units along the Uruguayan territory. Field values be-
comes more intense along the southern part of the territory, due
to the increase in the ground impedance. Also it is expected some
distortion along the border between the two ground types. This fea-
ture can be ascribed to the simplicity of the ground models. Fig. 8
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6 R. Caraballo, L. Sánchez Bettucci and G. Tancredi

Figure 7. (a) Geomagnetic field interpolated at OGA (bold line) versus values registered at Vassouras (VSS), Trelew (TRW) and São Martinho da Serra (SMS)
stations. (b) Variations of the horizontal geomagnetic components interpolated at OGA (a, b). Horizontal electric field components calculated from X and Y
data at the same site (c, d). (c) Top panel: Comparison between registered and interpolated variations at PILAR (PIL) station, with the values registered at
Vassouras (VSS), and Trelew (TRW) for the great storm on 1958 February 2. Lower panel: In a similar way, but at São Martinho station for the Halloween
storm in 2003.
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Induction in HV power grids 7

Figure 7. (Continued.)

shows a vector plot of the geoelectric field at 6:10 hr during the
storm’s onset.

Some criticism is needed due to the interpolation considered
to perform the GIC modelling, especially with scarce and spread
number of observations. At this point, we follow a similar treatment
as in the work of McLay & Beggan (2010). Because there is lack
of geomagnetic records in the Uruguayan territory, interpolation
parameters were previously tested with observations made at São
Martinho (SMS) and Pilar magnetic stations, 700 and 550 km away,
respectively (Fig. 1).

The closest similar events registered simultaneously by Vassouras
and Trelew stations were the great storm on 1958 February 2
(Dst −426 nT) and the storm on 2003 October 29 (Dst ∼ −400
nT), where the Dst index is a measure of the storm intensity, the
more negative value, more severe is the storm. Both events were
chosen to make the comparison. The available Pilar data consist
in hourly means: the first two panels in Fig. 7(c) show a (rough)
comparison between the X and Y components registered and in-
terpolated there. The lower two panels show the same compari-
son for São Martinho station (SMS) on 2003 October 29. SMS
plots exhibit more details due to the use of minute means in this
case.

Table 2 shows the rms (or misfit) calculated in both comparisons.
In both cases, SECS yields a better estimation for the Y compo-

nent than the X one. This feature agrees with the fact that the field
varies more quickly in the North–South direction. In a similar way,
the misfit (rms) between interpolated components at OGA station,
including and excluding SMS data, gives 67.25 nT and 52 nT for
the X and Y components, respectively. Data provided by the São
Martinho magnetic station improved the results (Fig. 7a). However,
the interpolation gives still reasonable results, if only the two distant
observation sites are considered. This fact suggests a longitudinal
uniformity in the magnetic field variations across the area, which
makes the interpolation reliable, even in a spatial scale greater than
600 km in the E–W direction (Ngwira et al. 2009).

The Halloween magnetic storm in 2003 had unique characteris-
tics (Kappenman 2005), and is one of the top 10 greater storms in
the last 50 yr. The variations calculated show similarities with those
reported by Bernhardi et al. (2008) and Kappenman (2005).

The eq. (17) was used to calculate the potential difference be-
tween nodes in the network. Fig. 9 shows the estimated GIC flowing
at the earthing points of two particular substations. In both graphs
we see significant values in the GIC at 06:00 and 14:00 hr UTC,
respectively, followed by minor variations. The intensity peaks last
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8 R. Caraballo, L. Sánchez Bettucci and G. Tancredi

Figure 8. Horizontal electric field over the Uruguayan territory at the storm
onset, 2003 October 29 (6:10 UTC).

Table 2. rms values at Pilar (PIL) and São
Martinho(SMS) sites.

Component (PIL) (nT) (SMS) (nT)

X 73.58 116.2
Y 45.76 89.2

several minutes in each case. We get also larger values in the GIC
for the Salto Grande–San Javier section despite its shorter length.

Calculated GIC values are similar to those reported in some
sections of the Brazilian power grid, for the magnetic storm on

2004 November 7–10 (Dst −383 nT) and South Africa on 2003
October 30 (Trivedi et al. 2007; Bernhardi et al. 2008).

Regarding the Uruguayan geological ground characteristics, the
existence of shallow high-resistivity layers may contribute to in-
creased GIC intensity in some sections. The power grid geometry
and the fact of a quite uniform geoelectric field make the calcula-
tion easier. Some differences are expected by factors like transver-
sal non-uniform ground conductivity and charge accumulation at
coastal areas (Molinski 2002). In these regions, the induced currents
flowing in the ocean meet a higher resistance as they enter in the land
(Kappenman 2007). Moreover, we have considered similar earthing
resistances for all substations. Uruguayan power utilities obey the
ANSI/IEEE 80 standards that recommend a maximum earthing re-
sistance of 1 � for the HV substations. Then, in the worst case, if
these resistances vary to some extent, a moderated variation in the
GIC should be expected.

The impulsive disturbances in the geomagnetic field near 7:00
UTC (Figs 7a and b), correlate well with the arrival of solar wind
pressure pulses at the leading edge of the coronal mass ejection
(CME). In both cases, interpolated data agree with the characteristic
features of the 2003 October 28–31 storm. Long-period impulses
in the horizontal geomagnetic field components associated with
high variation rates have been pointed as the source of GIC. These
phenomena are ascribed to compressions of the magnetosphere by
high speed solar wind (∼2000 km s−1) (NOAA 2004). The pulsa-
tions are considered as a consequence of the Kelvin–Helmholtz
shear process (Russell 2000; Kappenman 2005). With respect to
the particle fluxes influence, Fig. 10 shows the electron flux with
energy ≥2 MeV and a frequency analysis of the flux variation reg-
istered by GOES 12 (75◦W) satellite over South America. We can
see again a large peak near the 6:00 UTC and a subsequent nearly
monotonic decay in the particle fluxes. The decay may be explained
as a consequence of electron pitch angle diffusion into the atmo-
sphere. This feature agrees with similar plot of X-Ray flux (NOAA,
2004) and the frequency analysis shows small pulses in the period

Figure 9. Calculated GIC through transformer’s neutral at two substations: San Javier (top panel) and Montevideo (lower panel) during the magnetic storm on
2003 October 29.

 by guest on A
ugust 17, 2013

http://gji.oxfordjournals.org/
D

ow
nloaded from

 

http://gji.oxfordjournals.org/


Induction in HV power grids 9

Figure 10. Electron flux with E ≥2 MeV (top panel) and its filtered variations in the period range 3600–7200 s (bottom panel), registered by GOES 12 satellite
(2003 October 29).

range of 3600–7200 s close to the storm commencement. In both
cases, large impulses have been observed in GIC and electron fluxes
near 6:00 hr, with secondary peaks at 15:00 hr and 21:00 hr UTC.
Similar behaviour is observed in magnetic registers provided by the
three magnetic stations.

4 C O N C LU S I O N S

We estimated GIC currents over a mid-latitude power grid for the
Halloween magnetic storm that caused serious failures in the South
African power network. GIC calculations suggest quite similar tem-
poral variations as those reported by Bernhardi et al. (2008) and Ng-
wira et al. (2009) Interpolation results show similar geomagnetic
variations in the whole area despite the few points of observation
available. The South American region has few and spread magnetic
observatories, almost all at the external part of the SAA. It is ex-
pected that GIC effects could be similar, or even more intense over
the larger power grids of Brazil and Argentina. South Africa lies
around the same latitude as Uruguayan territory, considering the
intensity of GIC reported in Brazilian (Trivedi et al. 2007) and in
South African (Bernhardi et al. 2008; Ngwira et al. 2009) power
lines. Thus, the calculated values for GIC can be considered in fair
agreement with the actual figures.

According to this, GIC phenomenon may represent a potential
threat to power utilities in South America, specially the longer ones.
Further studies are necessary to characterize the actual impact of
GICs over the technological infrastructure in this area. Future stud-
ies will have to improve the ground conductivity models and grid
parameters to get a more accurate assessment of GIC phenomena.
Unfortunately, it was not possible to obtain failure records of the
Electricity Company during that time. Some power industry oper-
ators in South American countries are not entirely aware of GIC
phenomena. This fact increases the risk of catastrophic failures in
power lines due to the lack of mitigation measures.

The 2003 October 29 magnetic storm proved that GICs are rele-
vant even in low to mid-latitudes, and may cause damages in power

grids (Trivedi et al. 2007; Bernhardi et al. 2008). It is important to
monitor the ionospheric currents and particle fluxes over the SAA
and its impact on GIC production in power utilities, communication
systems, among others. It would be very helpful to get more di-
rect measurements of GIC in power grids and pipelines to improve
accuracy. Then, we consider justified the installation of a new mag-
netic observatory in the Uruguayan territory. The new observatory
facilities will provide a continuous register of the geomagnetic field
variability over the Rio de la Plata region 24 hr a day.
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